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system efficiency as described in Table 
3 to this subpart. 

§ 63.8802 What methods must I use to 
demonstrate compliance with the 
emission limitation for loop slitter 
adhesive use? 

(a) Determine the HAP content for each 
material used. To determine the HAP 
content for each material used in your 
foam fabrication operations, you must 
use one of the options in paragraphs 
(a)(1) through (3) of this section. If you 
use the option in paragraph (a)(3) of 
this section, you are subject to the pro-
visions of paragraph (a)(4) of this sec-
tion. 

(1) Method 311 (appendix A to 40 CFR 
part 63). You may use Method 311 for 
determining the mass fraction of HAP. 
Use the procedures specified in para-
graphs (a)(1)(i) and (ii) of this section 
when determining HAP content by 
Method 311. 

(i) Include in the HAP total each 
HAP that is measured to be present at 
0.1 percent by mass or more for Occu-
pational Safety and Health Adminis-
tration (OSHA)-defined carcinogens as 
specified in 29 CFR 1910.1200(d)(4) and 
at 1.0 percent by mass or more for 
other compounds. For example, if tol-
uene (not an OSHA carcinogen) is 
measured to be 0.5 percent of the mate-
rial by mass, you do not need to in-
clude it in the HAP total. Express the 
mass fraction of each HAP you meas-
ure as a value truncated to four places 
after the decimal point (for example, 
0.1234). 

(ii) Calculate the total HAP content 
in the test material by adding up the 
individual HAP contents and trun-
cating the result to three places after 
the decimal point (for example, 0.123). 

(2) Alternative method. You may use 
an alternative test method for deter-
mining mass fraction of HAP if you ob-
tain prior approval by the Adminis-
trator. You must follow the procedure 
in § 63.7(f) to submit an alternative test 
method for approval. 

(3) Information from the supplier or 
manufacturer of the material. You may 
rely on information other than that 
generated by the test methods specified 
in paragraphs (a)(1) and (2) of this sec-
tion to determine the mass fraction of 
HAP according to paragraphs (a)(3)(i) 

and (ii) of this section. This informa-
tion may include, but is not limited to, 
a material safety data sheet (MSDS), a 
certified product data sheet (CPDS), or 
a manufacturer’s hazardous air pollut-
ant data sheet. 

(i) Include in the HAP total each 
HAP that is present at 0.1 percent by 
mass or more for OSHA-defined car-
cinogens as specified in 29 CFR 
1910.1200(d)(4) and at 1.0 percent by 
mass or more for other compounds. For 
example, if toluene (not an OSHA car-
cinogen) is 0.5 percent of the material 
by mass, you do not have to include it 
in the HAP total. 

(ii) If the HAP content is provided by 
the material supplier or manufacturer 
as a range, then you must use the 
upper limit of the range for deter-
mining compliance. 

(4) Verification of supplier or manufac-
turer information. Although you are not 
required to perform testing to verify 
the information obtained according to 
paragraph (a)(3) of this section, the Ad-
ministrator may require a separate 
measurement of the total HAP content 
using the methods specified in para-
graph (a)(1) or (2) of this section. If this 
measurement exceeds the total HAP 
content provided by the material sup-
plier or manufacturer, then you must 
use the measured HAP content to de-
termine compliance. 

(b) [Reserved] 

§ 63.8806 How do I demonstrate initial 
compliance with the emission limi-
tations? 

(a) You must demonstrate initial 
compliance with each emission limit 
that applies to you according to Table 
4 to this subpart. 

(b) You must establish each site-spe-
cific operating limit in Table 2 to this 
subpart that applies to you according 
to the requirements in § 63.8800 and 
Table 3 to this subpart. 

(c) You must submit the Notification 
of Compliance Status containing the 
results of the initial compliance dem-
onstration according to the require-
ments in § 63.8816(e) through (h). 
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